%7 Flexi RF

Datasheet

1.85mm Male RF Load Termination Up To 67 GHz | 2 Watts |

Passivated Stainless Steel
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Dimensions are in mm

Product Configuration Cable

Connector Series 1.85mm
Connector Polarity Standard
Connector Gender Male

Connector Impedance (Ohm) 50

Mechanical Data

Min. Mating Cycles =500

Weight 42¢g

Body Material Stainless Steel
Body Plating Passivated

P/N: FR3-1.85-J-03-2W

Electrical Specifications

Frequency DC - 67GHz
VSWR / Return Loss 1.45
Power, Max Input (Watts) 2

Enviromental Specifications

RoHS Compliant Yes

Operating Temperature Range -55 °C to +125 °C

Test Report

Tr 1 1.85-]-03-2W SWR_100.0000mU/1. 0000U

1:  55.2515GHz 1.24

e

Start:10. 0000HHz —

o Start St Points] IF BH] SweepTine| PortL, ZPower]
@

o
(GHz) Hz) )| () dBm)
(G [LIN_SWEEP [0, 010000000 |65, 000000300 [401 |00 0. 435005 |-5.0, -5. 00
[helta

Tiarker
Wint
Tracel-—SI1 1 I

[Stimalus JResponse. ]

55. 2516GHz

.24 J

Stop:65. 0000GHz

' 1 1.85-]-03-2 SWR_100.0000mU/1. 0000U.

>1: 57.5262GHz 1.25

L~

Start:10. 0000MHz —

Thelta [Response. ]

harker [Stimlus
Wint
Tracel-S11 |1 I

[57. 5262GHz L2 J

Stop:65. 0000GHz

Flexi RF Inc
(650)880-9199

sales@flexirf.com

20045 Stevens Creek Blvd., Suite 2B, Cupertino, CA 95014 ® www.flexirf.com

Page 1



