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Dimensions are in mm

Product Configuration

Connector 1 Connector 2
Connector Series N BNC
Connector Polarity Standard Standard
Connector Gender Male Female
Connector Impedance (Ohm) 50 50
Connector Body Material Stainless Steel Stainless Steel
Connector Body Plating Passivated Passivated
Body Style Straight Straight
Mount Method None

Electrical Specifications

File Wiew Channel Sweep Calibration Trace Scale Maiker System  Window Help

Frequency DC - 8GHz Stimulus Stop [G00D0000D0GHe 5] stat | [ian | | Center | | Spen |
VSWR / Return Loss 1-1 5 %gg - WHNC-JES & 7.141075 fiHz 10623 qugg - > 74% Hz |-0.44710 dE
1.80 0.00
. 1.70 go.00
Insertion Loss < 0.1 x Sqrt.(f_GHz) . o
150 0.00 1
1.40 10.00
120 f20.00
1.20 .00
Mechanical Dat i ] I N P W By e || ]
ec anlca a a Chi:Start 10.0000 MHz — Stop £.00000 GHz Chi: Stare 10.0000 MHz — Stop §.00000 GHz
.00 > TE0S00 GHe | 0.4ehadp] |[]2.00 BB 651775 GHz 10838
Ho.00 1.90
Min. Mating Cycles >500 20 -
go.on .70
Weight (g) 369 B Al
10 1490
{20 1.30
) 1.20
;gnn_ :;g [ L1 i —
Chi:Start 10.0000 MHz — Stop 2.00000 GHz Chi: Start 10,0000 bHz — Stop 2.00000 GHz
Enviromental Specifications Sew o BT Jc 2r

RoHS Compliant Yes
Operating Temperature Range  -55 °C to +165 °C
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