
ELECTRICITY BACK 

BOX

An electricity back box, for installing Buster and Punch EU switches and sockets in cavity walls. 

Available in 1G, 2G, 3G and 4G. ACTION: BACK BOX

RANGE: BACK BOXES
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SPECIFICATIONS INCLUDED

Junction box for cavity walls. 

Style: EU Plastic Back Box 

Hole saw diameter: 68mm 

Gang centre distance (2G-4G): 71mm 

Screw centre distance: 60mm 

Depth: 42mm 

Mounting screws: W16, W25, W42 

Operating Temperature: 60°C 

Fire protection class V0 

Blue thermoplastic material PA6 

 

Conforms to relevant CE standards 

Compatible with the Buster and Punch EU switches and sockets. Not 

compatible with Buster and Punch UK switches and sockets.

PLEASE NOTE

DISCLAIMER: Always consult a trade professional when install ing 

this product. Buster + Punch is not responsible for the usage or 

feasibil ity of installation requirements. This product is not 

suitable for damp or wet environments.

FINISH & SKU NUMBERS

sku:

CBB-012652 1G

CBB-012653 2G

CBB-012654 3G

CBB-012655 4G

size:finish: CARE INSTRUCTIONS

Wipe with a dry l int free cloth with no loose hairs, avoid using 

any chemicals. Please note that finishes may age naturally with 

time and regular use.


