
UK KITCHEN HOT 

TAP / 4 IN 1 / 

LINEAR

A KITCHEN TAP mixing warm and cold, aerated and filtered, water, plus instant hot water. It’s 

designed to complement the B+P KITCHEN and detailing but also provides an eye-catching focal 

point for any kitchen. Rough-cast, sand-blasted and machined from solid metal in Italy, it features 

our signature LINEAR-KNURL, is refined by hand and finished with a debossed B+P insignia.

ACTION: 4-IN-1 TAP

KNURL: LINEAR

RANGE: 4-IN-1 TAPS
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SPECIFICATIONS INCLUDED

A Kitchen Tap / 4-in-1 with dual levers. The left-hand lever 

offers hot water from your instant hot water tank and fi ltered 

cold water. The right-hand lever mixes water from the hot and 

cold pipes in your kitchen. This pack includes an instant hot 

water tank and fi lter kit. 

Minimum thickness of mounted surface 0.5mm, with supplied 

fixings. 

Maximum thickness of mounted surface 45mm, with supplied 

fixings. 

Minimum recommended water pressure: 7.25 PSI (0.5 BAR). 

Maximum recommended water pressure: 72 PSI (5 BAR). 

Recommended maximum hot water temperature: 98 °C (208°F). 

Recommended temperature range: 5 – 98 °C (41 – 208 °F). 

Mixed water handle operation range: 0-90° 

UK flexible connector hose diameter: 1/2” ø 

EU flexible connector hose diameter: 3/8” ø 

360 degree swivel spout. 

All Buster + Punch mixer taps conform to European Standard 

EN817. In some cases, local housing regulations may require 

mixer taps to be of a higher minimum water pressure standard. 

In this instance purchase pressure regulator valve from 

www.busterandpunch.com and consult with a certif ied plumber 

about install ing. 

Note: exceeding these temperatures or water pressures can 

result in damage 

to the tap. A pressure reducing valve may be required to be 

fitted in high 

water pressure situations.

1 x 4-in-1 Kitchen Tap 
1 x Instant Hot Water Tank 
1 x Filter Kit 
1 x Fittings Kit

PLEASE NOTE

FINISH & SKU NUMBERS

sku:

UKK-052412 brass

UKK-352414 gun metal

UKK-092411 steel

UKK-592413 welders black

DISCLAIMER: Always consult a trade professional when 

install ing this Kitchen Tap. Buster + Punch is not 

responsible for the usage or feasibil ity of installation 

requirements. A Kitchen Tap / 4-in-1 are tested to work 

with a max. pressure of 10 bar (1000 kPa) and 

recommended working pressure range is 1.0 – 5.0 bar 

(100 kPa – 500 kPa).

size:finish:

CARE INSTRUCTIONS

Wipe with damp cloth with no loose hairs, avoid using any 

chemicals. All f inishes are prone to aging.
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