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Promesh FR
Product Specification
Colour White

Material Interwoven Coated Polypropylene

Weight (g/m2) 85gsm

Weight Per Roll 10kg

Range
Code Size
PROMESHFR 1.5m x 67m

Flame retardant, lightweight, water-resistant, and rip resistant 
material, perfect for protecting flooring from plaster and paint 
stains. 
 
With superior strength derived from its interwoven 
polypropylene mesh sheet, this product is both rip and puncture 
resistant. 
 
Promesh FR delivers long-lasting protection against heavy foot 
traffic and water damage, making it an ideal choice for both 
residential and commercial environments.

Features & Benefits
• Lightweight, water resistant, and rip resistant material.

• 1.5m x 67m Roll

• Ideal for protecting flooring against debris, plaster and paint.

• Flame retardant and approved to Certifire standard.

• Durable and slip resistant solution.

Certification
Flame Retardant - Certifire – Approved to TS63 - Certificate No. CF 5446

Installation Instructions/Guidelines
• Clear all dirt and debris from the floor surface

• Roll out the protection, trim to size

• Joint the protection together using ProJoint Tape

• Secure the edges using a wide low adhesive tape

• Before applying tape to a finished surface, a trial should be undertaken to test 

suitability

• Please contact our technical department for specific advice

Handling & Storage
• Store in ambient conditions.



Assessed to ISO 14001:2015
Cert/LPCB ref. 843EMS

Assessed to ISO 9001:2015
Cert/LPCB ref. 843QMS

0800 834 704  |  01625 855600
enquiries@protection.co.uk
www.protection.co.uk

Product Disclaimer

The information provided in all product, safety and technical data sheets is to the best of our knowledge correct but not all-inclusive and without warranty and is to be 

used solely as a guide. Similarly, all technical advice, whether verbal, in writing, or as a result of sample trials, is for guidance and is given in good faith but without 

warranty, since site conditions, care and skill of application are beyond our control. Protec International Ltd can accept no liability for the performance of our 

products, or any damage resulting from handling or contact beyond the value of the material supplied. This does not affect your statutory rights.

Every effort to ensure the accuracy of the images of our products has been made, however the accuracy of the colours may differ and vary according to your 

computer monitor.

Please contact our Customer Services Department on 0800 834 704 for further information.
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