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LIGHTING INNOVATION

2W at 350mA

Baffled for low glare and

visual comfort

Low voltage ground light

GLO40 ULTRA LOW-GLARE WARRANTY

2W, 215lm ground light Werrrenisy
FEATURES INSTALLATION INFORMATION FEATURES & BENEFITS
IP rating P68 Input 350mA / 700mA DC
IK rating IKO8 Maximum Ambient Temperature 35°C Perfect for both interior and exterior
CSP Switchable Single CCT Weight 818g applications
Tiltable (°) Fixed Inrush Current N/A Compliments environments with ultra low glare
UGR UGR<16 Cut Out Size 70 up-lighting effect
LED Lifetime L70 70,000h Construction Material Stainless steel (316) aie-areEe sialilss ses 81
Colour Rendering Index CRI>80 UK Bathroom Zone 1
Colour Consistency SDCM3 Electric Class (1, 2, 3) 1
Walk Over / Drive Over Walk over Earth Leakage N/A PATENTTS - ELASHEP T A
Suitable for coastal areas Yes

PHOTOMETRICS @ 25°C

Product code sh W Colour Beam Im Im/W Lx@1m Ene

GLO40DNBL40 Stainless steel 2W 4000K 12° 215 108 2891
GL0O40DMBL40 Stainless steel 2W 4000K 34° 215 108 694
GLO40DNBL30 Stainless steel 2W 3000K 12° 208 104 2797
GLO40DMBL30 Stainless steel 2W 3000K 34° 208 104 671
GLO40DNBL27 Stainless steel 2W 2700K 12° 200 100 2689
GL040DMBL27 Stainless steel 2W 2700K 34° 200 100 645

WIRING INFORMATION

Cable / Flying Lead Im (HO5RN-F) rubberised cable (outside diameter: 6mm)

Type of Wiring Required Series

Input Cable Type HO5RN-F (6MM OD) 2 CORE

Driver Input SELV Dimming Bathroom Zone
PSIP3509W 220-240V Yes No 0

ACCESSORIES

JB2/JB4 / JB6 P68 waterproof connectors Sold Separately
TUBE/68 Installation tube Sold Separately
GLAO1 Square transformer plate Sold Separately
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