Part of the Emergency product category

Legion Three Circuit Emergency

Model Legion Emergency Three Circuit Trackspot DALI Black
Code ALEG/P3/1/NM/B/DA
Application Commercial, Hospitality, Retail
GENERAL INFORMATION PRODUCT FEATURES
Input 220-240V « Three circuit non-maintained emergency trackspot
Wattage sw « Supplied with open area and escape route interchangeable lenses
Operating Temp 0°C to 45°C
Lumens Delivered 460Im (Open Area) 430Im (Escape Route) « Simply clip onto existing track system for instant emergency lighting solution
Im/W 120Im/W « Discrete bi-colour status indicator
CCT 6500K i . L
« Available in black and white finishes
Beam Angle 120 OA, 20/140 ER

MATERIAL INFORMATION

Main Material Polycarbonate
Product Weight without 0.4 kg
Packaging

Colour / Finish Black

Height 85.5 mm

TECHNICAL INFORMATION

Class Protection 1

Light Source LED
SDCM (Initial Macadam) 6

CRI 70
Internal / External Internal

Surface / Recessed [ Suspended Track

Power Factor 0.5
L70 @ 25°C L70 60,000h
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Model Legion Emergency Three Circuit Trackspot DALI Black

Code ALEG/P3/1/NM/B/DA

Application

Commercial, Hospitality, Retail
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