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Surface Mount 2 in 1 
Emergency Downlight 3W 
250lm Black
Surface Mount 3W 250lm 2 in 1 Emergency 
Downlight 

DESCRIPTION

Compact surface-mounted emergency LED downlight with 

switchable Standard and Self-Test functionality. Designed for 

open area and corridor applications where recessed installation 

is not possible. Supplied with open area and corridor lenses, 

delivering 250 lumens for a minimum of 3 hours in emergency 

mode. Featuring durable polycarbonate construction and a 

long-life LiFePO4 battery with 5-year warranty

FEATURES

• Switchable Standard or Self-Test emergency operation

• Polycarbonate construction & compact design

• Ideal for installations where solid ceilings prevent recessed 

emergency fittings

• Status LED provides a green standby indicator and activates a 

high-output white emergency light during mains power failure

• Provides a minimum 3-hour emergency duration. Delivers up 

to 250 lumens in emergency mode

• Supplied with open area lens pre-fitted and corridor lens 

included for application flexibility

• 3.2V 3000mAh LiFePO4 battery. 5 year warrantyGENERAL INFORMATION

Light Source LED Colour / Finish White

Application Internal Mounting Type Surface

Product Warranty 5 Years Battery Warranty 5 Years

Net Weight 0 kg

TECHNICAL INFORMATION

Nominal Voltage 240 Frequency 50Hz

Class Protection 2 Operating Temperature (Min) 0 °C

Operating Temperature (Max) 40 °C Average Rated Life 50,000 h

Construction Materials Line 1 Polycarbonate Dimensions - Height 110 mm

Dimensions - Width 110 mm Dimensions - Depth 46 mm

IP Rating IP20

PRODUCT INFORMATION

Wattage Combined 3W CCT Combined 6000K

Luminaire Lumens Combined lm lm/W Combined 0 lm/w

Beam Angle 120° CRI 80

SDCM <6 Emergency Lumen Output 250 lm

Lighting Technology used LED Non-Directional or Directional NDLS



Dimmable Not Dimmable
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PACKAGING

Packaging Type Brown Box

Individual unit gross weight 235 g

Pallet Qty 0

MOM / OPQ 1 / 0


