Spec Sheet
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230mm 28mm
Light Source
Application
Net Weight

Nominal Voltage

Class Protection

Operating Temperature (Max)
Number of switching cycles
Construction Materials Line 2
Dimensions - Width

IP Rating

Wattage Combined
Luminaire Lumens Combined
Beam Angle

SDCM

Lighting Technology used

ETISUDGB

Suta

eterna.

Suta 4W IP65 CCT Direct Surface Guide Light

Black

DESCRIPTION

Suta is a sleek LED surface mount brick light designed to deliver

subtle, reliable illumination for outdoor spaces. Combining

modern styling with durable construction. Suta enhances

pathways, walls, and fagades with efficient, long-lasting light.

FEATURES

« Surface mounted

+ Direct and low glare options available

« Colour selectable 3000K/4000K/6000K

+ Black, grey or white options available

» 5 Year Warranty

GENERAL INFORMATION

LED Colour [ Finish
External Mounting Type
0.2kg Energy Efficiency Class

TECHNICAL INFORMATION

240 Frequency

2 Operating Temperature (Min)
45°C Average Rated Life

25,000 Construction Materials Line 1

Polycarbonate diffuser Dimensions - Height

80 mm Dimensions - Depth

IP65

PRODUCT INFORMATION

4w CCT Combined

4000 - 400 Im Im/W Combined

140° CRI

<6 Lumen Maintenance

LED Non-Directional or Directional

Black
Surface

D

50Hz

-20°C

50,000 h
Polycarbonate
230 mm

28 mm

3000K / 4000K / 6000K
1000 - 100 Im/w

80

0.8

NDLS

IP65

Power
Selectable
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Spec Sheet ENISUDGB eterna.

Mains or non-mains MLS Connected light source (CLS) FALSE
Colour tuneable light source FALSE High Luminance light source FALSE
Anti Glare shield FALSE Dimmable Not Dimmable
Correlated Colour temperature type ~ STEPS Correlated Colour temperature (k)1 3,000
Chromaiticity coordinates x 4,000 Chromaticity coordinates y 6,000
Peak Luminous Intensity (cd) 26 cd stroboscopic effect metric (SVM) 0.04
Flicker Metric (pst) 01 R9 colour rendering index 43
Survival factor @6000hrs 0.8 Spectrum report available Yes Kg
Displacement Factor 0.9 CCT1/WATTI: Rated Peak Intensity 5 cd ColourTSmp.
Selectable
CCT2[WATTI: Rated Peak Intensity 126 cd CCT3/WATTI: Rated Peak Intensity 122 cd
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Power
Selectable
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PHOTOMETRICS

Product Code Product Type Watts CCT Luminaire lumens Lm/w
3000K 4000 Im 1,000 Im/wW
ETISUDGB Direct 4w 4000 K 400 Im 100 Im/w IP65
6000 K 400 Im 100 Im/wW
3000K 100 Im 50 Im/W
ETISULGB Low Glare 2W 4000 K 100 Im 50 Im/W
6000 K 100 Im 50 Im/W
3000K 4000 Im 1,000 Im/wW °
ETISUDGG Direct 4w 4000 K 400 Im 100 Im/wW Kg
6000 K 400 Im 100 Im/W Cg'e?gcrtgebqﬂep-
3000K 4000 Im 1,000 Im/wW
ETISUDGW Direct 4w 4000 K 400 Im 100 Im/wW °
6000 K 400 Im 100 Im/w O/ 8
3000K 100 Im 50 Im/W Power
ENISULGG Low Glare 2W 4000 K 100 Im 50 Im/W Selectable
6000 K 100 Im 50 Im/W
3000K 100 Im 50 Im/W
ENISULGW Low Glare 2W 4000 K 100 Im 50 Im/W
6000 K 100 Im 50 Im/W
PACKAGING
Individual unit gross weight 200g
Pallet Qty 0
MOM | OPQ /1
UK
cA
Merbe
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