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DURANICHE pro
Ready-made stainless steel niche for bath and shower

TECHNICAL DIMENSIONS AND PRODUCT VARIANTS
Material [Stainless Steel (304)]

Surface [brushed], [powder coated]

Colour natural, white matt (RAL 9003), black matt (RAL 9005)

Length 30 cm

Height 98 mm

Width mm 150 mm, 300 mm, 600 mm

dimension 150  x 300, 300 x 300, 300 x 600

Data sheet Accessories
The DURANICHE installation box is waterproof and the stainless steel insert is flexibly interchangeable. It can be easily replaced as 

required.

PROPERTIES
The DURANICHE installation box is waterproof and the stainless steel insert is flexibly interchangeable. It can be easily replaced as 

required.

MATERIAL
Installation box made of polystyrene 

 

Stainless steel V2A/304 is particularly suitable for applications subject to high mechanical stress and for particularly high requirements 

PRODUCT VARIANTS
Ident Height Surface Colour Length

DNP 1530-SF 98 mm brushed natural 30 cm

DNP 3030-SF 98 mm brushed natural 30 cm

DNP 6030-SF 98 mm brushed natural 30 cm

DNPC 1530-11 98 mm powder coated black matt (RAL 9005) 30 cm

DNPC 3030-11 98 mm powder coated black matt (RAL 9005) 30 cm

DNPC 6030-11 98 mm powder coated black matt (RAL 9005) 30 cm

DNPC 1530-12 98 mm powder coated white matt (RAL 9003) 30 cm

DNPC 3030-12 98 mm powder coated white matt (RAL 9003) 30 cm

DNPC 6030-12 98 mm powder coated white matt (RAL 9003) 30 cm
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in terms of cleanliness, hygiene and chemical resistance. Contact with products containing hydrochloric acid must be avoided. 

 

No tools made of unalloyed steel may be used during processing. Open cut edges are not rust-resistant. If necessary, separate rust 

protection must be applied there. 

 

Even with stainless steel, flash rust may occur depending on the environmental conditions and should be removed immediately. 

The suitability of the material with regard to mechanical and chemical resistance must always be checked in individual cases. 

The suitability for use in terms of mechanical and chemical resistance must always be checked on a case-by-case basis.

PROCESSING
1. Make sure you have enough space in the wall for the recess. 

The depth and dimensions of the recess must be taken into account and adjusted accordingly. 

When using in a stud frame, a load-bearing structure made of beams or profiles must be created in advance to support the 

DURANICHE PRO. 

2. Depending on the installation situation, apply sealing adhesive to the frame and rear wall of the Classic Flex M310 mounting box. 

3. Insert the niche element into the recess and align it. 

4. For the installation of a tube joint tape around the frame of the Classic Flex M310 mounting box, apply sealing adhesive to the entire 

surface. Apply the tube joint tape (DURABASE ET-S or WP) and press down firmly. 

5. Seal the remaining wall surface with a suitable sealing system if necessary. When using DURABASE ET-S or WP, no sealing tape is 

required – the above step can be omitted! 

6. Apply the final wall covering, taking into account the cut-out to be made in the tile covering as a connection to the mounting box for 

the subsequent installation of DURANICHE PRO. 

7. After grouting the wall covering and allowing it to dry (only for tile coverings), apply Classic Flex M310 sealing adhesive to the back of 

the DURANICHE PRO frame. 

8. Insert DURANICHE PRO into the mounting box and align it. 

9. Remove excess Classic Flex M310 sealing adhesive and smooth it down. 

 

Protect visible surfaces from contact with tile adhesive or grout and clean immediately with a cloth and clear water if necessary. Then 

rub dry. 

 

The generally accepted rules of technology and tiling must be observed. Suitability for use with mechanical and chemical resistance 

must always be checked in each individual case.

CARE
Stainless steel V2A/304 does not require any special care. If necessary, it can be cleaned simply with clear, clean water and a few 
drops of washing-up liquid. Then wipe dry. 
 
Avoid using acidic, alkaline and abrasive cleaning agents. Flash rust can be removed with commercially available polishes suitable for 
stainless steel.


