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LED-Strip EMOTION IP20
LED strip continuously adjustable from warm white 2700 K 
to cold white 6500 K, 
suitable for living areas (IP20); Dimmable.

TECHNICAL DIMENSIONS AND PRODUCT VARIANTS
Length 100 cm, 150 cm, 250 cm, 500 cm

Width mm 8 mm

Data sheet Accessories
LED strip continuously adjustable from warm white 2700 K to cool white 6500 K 

For living spaces (IP20). 

Dimmable 

With 180 cm connection cable and LED mini plug 

24 volts DC 

7.2 watts/linear metre 

self adhesive 

120 LED/linear metre 

CRI > 90 

Can be divided every 5 cm where the solder pads (copper strips) are located

PROPERTIES
LED strip continuously adjustable from warm white 2700 K to cool white 6500 K 

For living spaces (IP20). 

Dimmable 

With 180 cm connection cable and LED mini plug 

24 volts DC 

PRODUCT VARIANTS
Ident Length

LEDS EM 20/100 100 cm

LEDS EM 20/150 150 cm

LEDS EM 20/250 250 cm

LEDS EM 20/500 500 cm
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7.2 watts/linear metre 

self adhesive 

120 LED/linear metre 

CRI > 90 

Can be divided every 5 cm where the solder pads (copper strips) are located

PROCESSING
When shortening the strip, only cut at the point where the solder pads (copper strips) are located.


