@ Installation Instructions

LED-Strip WARMWHITE IP 20
LED-strip warm white 3000k for living areas (IP20).

Dimmable.

TECHNICAL DIMENSIONS AND PRODUCT VARIANTS

Length 250 cm, 500 cm

Width mm 8 mm
PRODUCT VARIANTS

Ident Length
LEDS WW 20/250 250 cm
LEDS WW 20/500 500 cm

Data sheet Accessories

LED Stripee warm white 3000 K

Suitable for living spaces (IP20)

Dimmable

With 180 cm connection cable and LED mini plug

24 volts DC

7.2 watts/linear metre

self adhesive

Can be divided every 5 cm where the solder pads (copper strips) are located

LED Stripee Emotion IP 66 cannot be connected or extended, as this would compromise the protection class.

PROPERTIES

LED Stripee warm white 3000 K

Suitable for living spaces (IP20)

Dimmable

With 180 cm connection cable and LED mini plug

24 volts DC

7.2 watts/linear metre

self adhesive

Can be divided every 5 cm where the solder pads (copper strips) are located

Please note: For technical reasons, tolerances in color effects of the materials and print are possible.
All information is based on the best of our knowledge and belief. No guarantee can be derived from this.
We reserve the right to any technical changes if they are in the interest of progress or if they are production-related.
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@ Installation Instructions

SURAL

LED Stripee Emotion IP 66 cannot be connected or extended, as this would compromise the protection class.

PROCESSING

When shortening the strip, only cut at the point where the solder pads (copper strips) are located.

Please note: For technical reasons, tolerances in color effects of the materials and print are possible.
All information is based on the best of our knowledge and belief. No guarantee can be derived from this.
We reserve the right to any technical changes if they are in the interest of progress or if they are production-related.
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