@ Installation Instructions

XFLAT-LINE

Complete set ready for installation.

TECHNICAL DIMENSIONS AND PRODUCT VARIANTS

Material [Stainless Steel (304)]

Surface [polished]

Length 60 cm, 70 cm, 80 cm, 90 cm, 100 cm, 110 cm, 120 cm

sight width 55 mm, 650 mm, 750 mm, 850 mm, 950 mm, 1,050 mm, 1,150 mm
Width mm 120 mm

installation height mm 55

visual dimension cm 55, 65, 75, 85, 95, 105, 115
PRODUCT VARIANTS

Ident Surface Length
XFL 600 S polished 60 cm
XFL 700 S polished 70 cm
XFL 800 S polished 80 cm
XFL 900 S polished 90 cm
XFL 1000 S polished 100 cm
XFL 1100 S polished 110cm
XFL 1200 S polished 120 cm

Data sheet Accessories
Installation height from 55 mm.
Frame height 11 mm.

Horizontal drain DN 40.
Drainage capacity max. 35 I/min.
Double odour trap.

Water seal height 28 mm.
Sealing with pipe collar.

PROPERTIES

Installation height from 55 mm.
Frame height 11 mm.

Horizontal drain DN 40.
Drainage capacity max. 35 I/min.

Please note: For technical reasons, tolerances in color effects of the materials and print are possible.
All information is based on the best of our knowledge and belief. No guarantee can be derived from this.
We reserve the right to any technical changes if they are in the interest of progress or if they are production-related.
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Double odour trap.
Water seal height 28 mm.
Sealing with pipe collar.

MATERIAL

Stainless steel V2A/304 is particularly suitable for applications subject to high mechanical stress and for particularly high requirements
in terms of cleanliness, hygiene and chemical resistance. Contact with products containing hydrochloric acid should be avoided.

Even with stainless steel, flash rust is possible depending on the environmental conditions and should be removed immediately.

The suitability for mechanical and chemical loads must always be checked in each individual case.

PROCESSING

1. Determine the position of the shower channel and drill dowel holes. Fasten the support feet and, if necessary, decouple them
acoustically.

2. Adjust the channel on the support feet to the correct height and align it. Caution: The channel body must be level both lengthwise and
crosswise.

3. Connect the drain to the drainage system. Check the system for leaks.

4. Underlay the drain and work the screed up to the channel with a 2% gradient.

5. Once the screed has dried, apply compound sealing (e.g. DURABASE) to the wall and floor in accordance with the instructions and
work in the pipe collar of the XFLAT-LINE channel unit. The compound sealing

must be laid over the pipe collar of the XFLAT-LINE channel unit.

6. Apply the tile covering.

7. Then remove the protective film from the drain openings of the XFLAT-LINE channel unit and insert the hair trap insert and grate.
8. To clean, lift the grate using the removal aid, release the lock and remove the hair trap units.

The generally accepted rules of technology and tiling must be observed. Suitability for use with mechanical and chemical resistance
must always be checked in each individual case.

CARE

Stainless steel V2A/304 does not require any special care. If necessary, it can be cleaned simply with clear, clean water and a few
drops of washing-up liquid. Then wipe dry.

Avoid using acidic, alkaline and abrasive cleaning agents. Flash rust can be removed with commercially available polishes suitable for
stainless steel.

Please note: For technical reasons, tolerances in color effects of the materials and print are possible.
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