
08759 EMDD202/SST

• Select standard or self-test mode via the internal dual-mode DIP switch

• Easy Plug & Play installation and battery replacement

• To set the duration test interval, press the push switch twice

• Automatic self-test conforming to BS-EN-62034

• For maintained or non-maintained emergency lighting systems

• Internal LiFePO4 battery for improved lifespan

Overview

The Kosnic DD EME II 2 in 1 is 

compatible with Kosnic LED DD and 

K2D lamps, and provides a easy 

plug and play installation. With both 

standard and self-test options and 

compatibility with a range of Kosnic 

luminaries the DD EME module 

adds emergency capability with 

ease. 

General Information
IP Rating IP20

Installation 

Area

Internal

Compliance
Others UKCA, CE, RoHS, WEEE, REACH, BS-

EN-62034
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DD EME 2 2 in 1

DD EME 2 Duo 2W emergency module for LED DD and bulkhead

Technical Summary
Product Code EMDD202/SST
Weight 0.126Kg
Dimensions (L x W x D) (mm) 116x68x23
UEM/EME Battery Life 4 y
UEM/EME Input Voltage 220-240Vac 50/60Hz
UEM/EME Ambient Temperature Range 0°C to 50°C
Emergency Modes Maintained or Non-maintained
UEM/EME Test Function Automatic Self-Test and Manual
UEM/EME Weight 0.13 kg
UEM/EME Dimensions (L x W x D) (mm) 116x68x23
UEM/EME Emergency Operation Test Automatic and Manual
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Accessories
Product Code Description

BATS18LFP1
Battery for DD EME 2, Doxa 2 & EME light 2 in 

1,Temp sensor 


